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HD20 GEAR DRIVEN POSITIONER  

The  HD20 gear driven positioner is designed to be a cost effective 
solution for positioning 2,000 lbs or less.  12,000 inch-pound rotation 
gearing provides safety and stability.  Variable speed and a standard 115V 
wall voltage make this an extremely versatile machine.  A standard T-slot 
table design allows almost any fixture or part to be easily adapted to the 
positionerl; a 20-foot power cord is included with the machine. 

115/1/60 — 2,000 lbs Machine  

Cost-Effective Solution for 
Precision Positioning  

Features 
▪ Boxed section design that is 
  stronger and will not distort     
  support gearing when loaded  

▪ Motors are mounted for 
  easy access and sealed from     
  dust contamination  

▪ Limit switches and precision 
  adjustable tilt-stop triggers   
  for accurate tilt setup and   
  over-travel prevention  

▪ Ground blocks for positive 
  clamping of cable terminals to  
  assure continuous, non-varying  
  weld current  

▪ Heavy duty precision final 
  drive gearing for smooth table   
  rotation with a minimum of   
  lost motion  

▪ High load capacity tapered 
  roller bearings are preloaded  
  on spindles for guaranteed  
  weld ground conduction  

▪ Tables have full length slots 
  with nut access in bot  
  tom side or edge  
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Koike Aronson Inc. 
P.O. Box 307, Arcade, New York 14009 

Phone (585) 492-2400 Fax (585) 457-3517
www.koike.com  

Specifications 
HD20 GEAR DRIVEN POSITIONER  

All dimensions are for reference only and subject 
to change without notice.  
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SPECIFICATIONS HD20
Tilt: Load torque, lb·in (N. m) 21,000 (2373)
Rating lb (kg) @ 4 in CG Height 2,000 (907.2)
Rating lb (kg) @ 6 in CG Height 2,000 (907.2)
Rating lb (kg) @ 12 in CG Height 1275 (578.3)
Rating lb (kg) @ 18 in CG Height 930 (421.8)
Rating lb (kg) @ 24 in CG Height 730 (331.1)
Rating lb (kg) @ 30 in CG Height 600 (272.1)
Rating lb (kg) @ 36 in CG Height 520 (235.8)
Rating lb (kg) @ 42 in CG Height 450 (204.1)
Rating lb (kg) @ 48 in CG Height 400 (181.4)
Rating lb (kg) @ 54 in CG Height 360 (163.2)
Rating lb (kg) @ 60 in CG Height 325 (147.4)
Rotation: Load torque, lb·in (N.M) 12,000 (1356)
Rating lb (kg) @ 4 in Eccentricity 2,000 (907.1)
Rating lb (kg) @ 6 in Eccentricity 2,000 (907.1)
Rating lb (kg) @ 12 in Eccentricity 1,000 (453.5)
Tilt: 135° in seconds 
Motor HP

22 sec  
½ Hp

Rotation: Speed range 
Motor HP

.04 - 2.0 rpm  
½ HP

Pendant cable length (m) 20 ft (6)
A: Table diameter (mm) 24 in (609.6)
B: Max. clamping diameter (mm) 22½ in (558.8)
C: No. Of slots and width (mm) Qty 4 & 9/16 in (14.29)
D: Table thickness (mm)      
Pilot hole and depth (mm)

½ in (12.7) 
1½ in (38.1) x ½ in (12.7)

E: Inherent overhang (mm) 4½ in (114.3) 

Weld current conduction 1,000 Amp
Spindle OD 
Hollow spindle ID

2 in (50.8) 
1 3/8 in (34.93)

F: Table flat dim. from floor (mm) 24 - 32 - 39 in 
(609.6 - 812.8 - 990.6)

G: Rotation axis dim. from floor (mm) 19 ½ - 27 ½ - 34 ½ in 
(495.3 - 698.5 - 876.3)

H: Base mounting holes (mm) Qty 4  9/16 in (14.29)
I: Front mounting hole location (mm) 1½ in (25.4)
J: Front to rear mounting holes (mm) 32½ in (812.8)
K: Traverse center distance (mm) 26 9/16 in (674.7)
L: Base length overall (mm) 35½ in (889)
M: Model width overall (mm) 37 in (939.8)

N: Model length overall (mm) 47 3/8 in (1203.3)

Primary voltage 115/1/60

Shipping weight lb (kg) 755 lb (342.4)


